
• Covers
      Included

Fuses and Circuit Breakers 
Sold Separately

Extensive Set of Kits & Accessories For Plug & Play 
Install and Complete Switching/Protec�on Solu�ons.

8793B Triple Link Busbar 8793B Quad Link Busbar

8790B Dual 
Link Busbar



Product Dimensions Specifica�ons
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* DISCONNECT BATTERY FROM POWER DISTRIBUTION SYSTEM BEFORE 
INSTALLING PRODUCT TO PREVENT ELECTRICAL SHOCK OR PRODUCT DAMAGE

* All Remaining Connector Pins Are Connected to Nega�ve Bus Bar

Max Total Con�nuous Fuse/Breaker 
Current 250 Amps Each

Max ATM/MINI Fuse / Breaker Value 30 Amps
Maximum Power I/O Cable Size 4/0 AWG
Maximum Ground I/O Cable Size 2/0 AWG
Opera�ng Temperature Range -55 to 125 C
Max ATP Con�nuous Current Per Pin 25 Amps
Max AT Con�nuous Current Per Pin 15 Amps
Wire Range for ATP Outputs 14 - 10 AWG
Wire Range for AT/DT Outputs 20 - 14 AWG
Igni�on Protected Yes, Per SAE J1171
Ingress Protec�on Ra�ng IP66 & IP6K9K
Max Vibra�on Withstand 20g (10-2000 Hz)
Max Shock Withstand 50 g
Hardware Material Stainless Steel Self-Locking
M6 Terminal Stud Target/Max Torque 80 in-lbs/110 in-lbs
M8 Terminal Stud Target/Max Torque 100 in-lbs/120 in-lbs
Fastener Size for Moun�ng Holes M6 or ¼”
Moun�ng Fastener Maximum Torque 80 in-lbs
Required Harness Ma�ng Connector 
for Integrated ATP Pin Receptacles Amphenol PN: ATP06-6S 

Required Harness Ma�ng Connector 
for Integrated AT/DT Pin Receptacles

Amphenol PN: AT06-6S 
(recommended) or 

TE PN: DT06-6S
Required Harness Ma�ng Connector 
Wedgelock for ATP - Key “A” Amphenol PN: AWP-6SA
Required Harness Ma�ng Connector 
Wedgelock for ATP - Key “B” Amphenol PN: AWP-6SB

Required Harness Ma�ng Connector 
Wedgelock for AT/DT - Key “A”

Amphenol PN: AW6S 
(recommended) or 

TE PN: W6S or W6S-P012
Required Harness Ma�ng Connector 
Wedgelock for AT/DT - Key “B”

Amphenol PN: AW6S-2BLU 
(recommended) or

W6S2-P012
Required Ma�ng Harness Wire 
Terminal Socket for ATP Connector

Amphenol AT62 Size 12 
(recommended) or 
TE Series 62 Size 12

Required Ma�ng Harness Wire 
Terminal Socket for AT/DT Connector

Amphenol AT62 Size 16
(recommended) or 
TE Series 62 Size 16

Max Total and/or Pass-Through 
Current for Expansion, also Max 
Ground Busbar Total Current

500 Amps

Part Numbers Bulk Pack 
Part Number

Sealed ATM Block 12 Circuit 3412B
Sealed Split Input ATM Block 6+6 Circuits 3466B
Sealed Split Input ATM Block 9+3 Circuits 3493B
Sealed Split Input ATM Block 3+9 Circuits 3439B
2 Hole Straight Link Busbar 8790B
3 Hole L Shaped Link Busbar 8793B
4 Hole Quad Link Busbar 8794B
* Custom product configura�ons available including stud sizes, and 
control harness wires. Low minimum quan��es and short lead 
�me for samples or produc�on. Contact us at 
support@egismobile.com for more informa�on

ATP

Position 1 Position 12

AT/DT AT/DT

Cover Not Shown

ATP

Fuse to Connector Map Conn Pin #
Fuse/Breaker Posi�on #1 ATP-”A” 1
Fuse/Breaker Posi�on #2 ATP-”A” 2
Fuse/Breaker Posi�on #3 ATP-”A” 3
Fuse/Breaker Posi�on #4 AT-”A” 2
Fuse/Breaker Posi�on #5 AT-”A” 3
Fuse/Breaker Posi�on #6 AT-”A” 4
Fuse/Breaker Posi�on #7 AT-”B” 2
Fuse/Breaker Posi�on #8 AT-”B” 3
Fuse/Breaker Posi�on #9 AT-”B” 4
Fuse/Breaker Posi�on #10 ATP-”B” 4
Fuse/Breaker Posi�on #11 ATP-”B” 5
Fuse/Breaker Posi�on #12 ATP-”B” 6



Fig 1 - Internal and Typical External Connec�ons - Sealed ATM Block - Single Input w/Expansion Stud
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ATM Fuse / Circuit
Breaker Locations 

#1 - #12

2x, ATP Connector for
Branch Load

Outputs Protected
By Fuses / Breakers

2x, AT/DT Connector for Branch Load
Outputs Protected By Fuses / Breakers

Primary or 
Alternate/Expansion
+Vdc Power Terminal

4x Spare Fuse Holder Locations
Primary or 

Alternate/Expansion
+Vdc Power Terminal

ATM Fuse / Circuit
Breaker Locations 

#1 - #12

2x, ATP Connector for
Branch Load

Outputs Protected
By Fuses / Breakers

Example Battery
Switch / Relay

2x, AT/DT Connector for Branch Load
Outputs Protected By Fuses / Breakers

#2 +Vdc Power Terminal4x Spare Fuse Holder Locations
#1 +Vdc Power 

Terminal

Fig 2 - Internal and Typ External Connec�ons - PN 3466B - Sealed Split Input ATM Block 6 + 6 Circuits



Fig 3 - Internal and Typ External Connec�ons - PN 3493B - Sealed Split Input ATM Block 9 + 3 Circuits
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ATM Fuse / Circuit
Breaker Locations 

#1 - #12

2x, ATP Connector for
Branch Load

Outputs Protected
By Fuses / Breakers

2x, AT/DT Connector for Branch Load
Outputs Protected By Fuses / Breakers

Primary or 
Alternate/Expansion
+Vdc Power Terminal

4x Spare Fuse Holder Locations
Primary or 

Alternate/Expansion
+Vdc Power Terminal

ATM Fuse / Circuit
Breaker Locations 

#1 - #12

2x, ATP Connector for
Branch Load

Outputs Protected
By Fuses / Breakers

Example Battery
Switch / Relay

2x, AT/DT Connector for Branch Load
Outputs Protected By Fuses / Breakers

#2 +Vdc Power Terminal4x Spare Fuse Holder Locations
#1 +Vdc Power 

Terminal

Fig 4 - Internal and Typ External Connec�ons - PN 3439B - Sealed Split Input ATM Block 3 + 9 Circuits



Example System Configura�ons with Associated Products
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3412B MT Series 12 Posi�on 
Sealed Fuse Block

3412B MT 
Series 12 
Posi�on 

Sealed Fuse 
Block


